Form 504

U. S. COAST AND GEODETIC SURVEY

DEPARTMENT OF COMMERCE

DESCRIPTIVE REPORT

Type of Survey WWZW

Field No. Office No. 3’$76

LOCALITY

State ‘/

General locality WMVVW’V‘—'
Locality W W \.21\,/.».“/'

LIBRARY & ARCHIVES

DATE

8-1870-1 {1)++




a -

Bepartment of Commeree and Labor
‘COAST AND GEODETIC SURVEY

1997

CHIEF OF PARTY:

G, & G. SURVEY,
LIBRARY AMD ARUHIVED
4

Ul 251911

Acc. Mo,

Y o i i Pt g g8 B NPT
N e e
Y.

ey,

i




DEP& TMENT OF COMMERCE AND LAROR
COAST AND GEODETIC SURVEY
Descriptive Repert
Hydregraphic Sheet Ne. I.
FPisherman®s, Switk’s Islend,

and Ship Sheal Inlets.

Eastern Shere ¢f the N

Virginia Peninsulsas

Fisherman®s Islsnd Inlet.
This inlet is enly navigable fer smell meter and sail beats drawing 2
feet, at high waterc The channels sre se shallew and changseble that they
cannet be depended upen, except at kigh tide, when small beats can cress

the flats.
Smith®s Island Ialet,

changes its depth and directien frequently durimng heavy N. E; and 8. K
gales: VWith the wind and the sea frem the No E. and the So E. it breaks
from the seuthern peint of Smith’s lsland all the way acress te the “Isascs®.
With the wind frem the seuthward, westward and nerthward it is generally
smeoth on the bar, with breskers aleng each side ¢f the channelo There is
a black and white can buey at the entrance te the inlet, end irsie the channel
is marked by three black and white-spar bueys, which were plauced in pesitien
- by the Light Heuse tender May II, I9II. Nearly all ef the eystermen ir this
lecality, and the Life Savirng crew at Smith’s Island can pilet threugh the
beat waterinte Smith’s Island irlet, Weich was 7 feet at Mo L. W April I9Il.
The best ancheruge after you get inside is-nerth eof the U. 8 Life Saving wharfo
S8hip Sheal Imlet.

The mair channel inte this inlet has changed its depth and directien
since the last survey was made. Im April I9II, when I made the survey, it
had 8 feot at Mo Lo W. on the barc There were ne bueys pluced here. Dae

ring easterly winds and swells it breaks clear acress its entrance; durinmg




westerly winds it is smeetk en the bar, with breakers en each side of the
channel defining its ceurses Nearly all ef the fishermen and eystermen
can pilet threugh the best water: This channel frequently shifts its pesi-
tion and changes its depths during easterly gaies: When the last survey was
made;, the best ehannel ran aleng the beach te théd seuthward; this is new

clesed; and tho mair channel rums eut 8. Es by B te the sheal water en the
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VEC
Sep.18,1211
HYDROGRAPHIC SHEET 3290,
Smith Ieland Inlet and Sand Shoal Inlet, Virginia,

by Asst, Stehmen Forney in 1911,

TIDES.
Smith Island L.S.S. Cobb Island L.S.S.

ft. ft.

Mean low water or
plane of reference on staff 3.5 2.6
Lowest tide cbserved " " 2.7 1.4
Highest " " " " 7.4 8.0
Mean range of tide . 4,0 4,0

Uoast st Gusdestio Burvey
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NAUTICAL CHARTS BRANCH

SURVEY No. /43295~

Record of Application to Charts

DATE

CHART

CARTOGRAPHER REMARKS

4357

Sz

[, g)f%tm :Ba@a?e After Verxflcgtlol; and Review W & /&4""’
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Before After Verlflcatlon and Review

Before After Verification and Review

_Before After Verification and Review

Before After Verification and Review

Before After Verification and Review

Before After Verification and Review

Before After Verification and Review

Before After Verification and Review

Before After Verification and Review

A basic hydrographic or topographic survey supersedes all
information of like nature on the uncorrected chart.

Give reasons for deviations, if any, from recommendations
made under ‘‘Comparison with Charts’’ in the Review.






